
Siemens Electrical Products SPEEDFAX 2000
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Discount Schedule AC-10 (FURN)

SELECTION
Reversing Heavy Duty Contactors

Class 43 

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X� NEMA 12 
General Purpose Watertight Industrial Use

Corrosion ResistantCont 304 Stainless Steel
200 230 460 575 NEMA Half Amp
Volts Volts Volts Volts Size Size Rating Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

11⁄2 11⁄2 2 2 00 — 9 43BP32A* 360. 43BP32B* 384. Use Size 0 — Use Size 0 —
3 3 5 5 0 — 18 43CP32A* 432. 43CP32B* 456. 43CP32W* 732. 43CP320* 564.
71⁄2 71⁄2 10 10 1 — 27 43DP32A* 492. 43DP32B* 528. 43DP32W* 912. 43DP320* 636.

10 10 15 15 — 13⁄4 40 43EP32A* 672. 43EP32B* 708. 43EP32W* 1092. 43EP320* 816.
10 15 25 25 2 — 45 43FP32A* 936. 43FP32B* 1032. 43FP32W* 1656. 43FP320* 1212.
15 20 30 30 — 21⁄2 60 43GP32A* 1242. 43GP32B* 1374. 43GP32W* 2148. 43GP320* 1662.
25 30 50 50 3 — 90 43HP32A* 1554. 43HP32B* 1722. 43HP32W* 2646. 43HP320* 2118.
30 40 75 75 — 31⁄2 115 43IP32A* 3396. 43IP32B* 3708. 43IP32W* 5340. 43IP320* 4320.
40 50 100 100 4 — 135 43JG32A* 3876. 43JG32B* 4188. 43JG32W* 5820. 43JG320* 4800.
50 75 150 150 — 41⁄2 210 43KG32A* 6900. 43KG32B* 8706. 43KG32W* 10818. 43KG320* 5244.
75 100 200 200 5 — 270 43LG32A* 7740. 43LG32B* 9546. 43LG32W* 11658. 43LG320* 5664.

100 200 400 400 6 — 540 43MG32A* 18228. 43MG32B* 21228. 43MG32E* 24228. 43MG320* 22373.
— 300 600 600 7 — 810 43NG32A* 25830. 43NG32B* 28830. 43NG32E* 31830. 43NG320* 30450.

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 12 
General Purpose Watertight Industrial Use

Corrosion Resistant
304 Stainless Steel

115 230 NEMA
Volts Volts Size Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

11⁄3 1 00 43BP12A* 348. 43BP12B* 372. Use Size 0 — Use Size 0 —
1 2 0 43CP12A* 420. 43CP12B* 444. 43CP12W* 720. 43CP120* 552.
2 3 1 43DP12A* 480. 43DP12B* 516. 43DP12W* 900. 43DP120* 624.
3 5 1P 43EP12A* 660. 43EP12B* 696. 43EP12W* 1080. 43EP120* 804.

Ordering Instructions

� Replace the (*) with a letter from the coil table. Dual voltage coils are wired
on high voltage unless specified on order.

� Technical Data see pages 467–471.
� Field Modification Kits see pages 457–461.
� Factory Modifications see pages 462–466.
� Dimensions see page 486.
� Wiring Diagrams see page 496.
� Replacement Parts see page 547.

Coil Table

60Hz Voltage Letter
24 Separate Control J
120 Separate Control F
110–120/220–240� A
200–208 D
220–240 G
277 L
220–240/440–480� C
440–480 H
575–600 E
For other voltages and frequencies 
see Factory Modifications page 465.

Single Phase, 3 Wire, 3 Pole

3 Phase, 3 Pole

1 2 0 43CP82A* 432. 43CP82B* 456. 43CP82W* 732. 43CP820* 564.
2 3 1 43DP82A* 492. 43DP82B* 528. 43DP82W* 912. 43DP820* 636.
3 5 1P 43EP82A* 672. 43EP82B* 708. 43EP82W* 1092. 43EP820* 816.

1 2 0 43CP92A* 432. 43CP92B* 456. 43CP92W* 732. 43CP920* 564.
2 3 1 43DP92A* 492. 43DP92B* 528. 43DP92W* 912. 43DP920* 636.
3 5 1P 43EP92A* 672. 43EP92B* 708. 43EP92W* 1092. 43EP920* 816.

1 2 0 43CP52A* 552. 43CP52B* 576. 43CP52W* 852. 43CP520* 684.
2 3 1 43DP52A* 630. 43DP52B* 654. 43DP52W* 1038. 43DP520* 762.
3 5 1P 43EP52A* 810. 43EP52B* 834. 43EP52W* 1218. 43EP520* 942.

Single Phase, 4 Wire Repulsion Induction, 3 Pole

Single Phase, 4 Wire Split Phase One Line Direct, 3 Pole

Single Phase, 4 Wire Split Phase All Leads Broken, 4 Pole

� Not available on Size 41/2–7 contactors. � For NEMA 4X fiberglass enclosure change 7th
character of catalog number to F. Example: 43CP32F*.
Available in standard width through size 4. Sizes 6, 7
are painted NEMA 4 only.


